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2X High Temp Teflon Insulated 
16 AWG Silver Plated Copper
40" Lead Atmosphere

2X High Temp Teflon Insulated 
16 AWG 
Silver Plated Copper
18" Lead Vacuum

20 AWG Type J Thermocouple
1x White Wire & 1x Red Wire
72" Lead Vacuum20 AWG Type J Thermocouple

1x White Wire & 1x Red Wire
18" Lead Vacuum

16 AWG 
Silver Plated Copper Ground Wire
26" Lead Atmosphere

16 AWG 
Silver Plated Copper Ground Wire
14" Lead Atmosphere 3/4" MNPT

Thread: 3/4-14

3/4" FNPT

Note:

Continuous Temp:  Less than 150C

Vacuum: 10  torr

All Wires Stranded
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COMMENTS:

THIS DRAWING IS FOR REFERENCE ONLY.

FINAL PRODUCT MAY DIFFER.

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

SEE DWG
FINISH

MATERIAL

INTERPRET GEOMETRIC
TOLERANCING PER:

DIMENSIONS ARE IN INCHES
TOLERANCES:
FRACTIONAL
ANGULAR: MACH      BEND 
TWO PLACE DECIMAL    
THREE PLACE DECIMAL 

PROPRIETARY AND CONFIDENTIAL
THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF
BELILOVE CO. ENGINEERS.  ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF
BELILOVE CO. ENGINEERS IS 
PROHIBITED.
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